
For more updates please go to www.sawsdirect.co.uk for fantastic offers!. 

Or Call and speak to Angus on Tel: 01536 514951 

These specifications are subject to change without notice. 

 
 
 

The SD-350DSA Flexible Semi-Automatic Bandsaw designed 
for easy accurate cutting of general steels. 
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Electronic control panel, troubleshooting display. 
Semi-automatic operation, single button commences                 
cycles, vice clamp, bow descends to perform cut, at    
finish of cut bow returns, vices unclamp. 
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Guides equipped with pads and roller bearings.  
Also equipped with a swarf brush to clear the swarf  
from the blade gullet. 

 
 
 
 

 
 
 

Easy Mitre, bow rotates to 60° right, 45° left. 
Fully adjustable blade guard with coolant feed  
direct to the blade knuckles. 
 

 
 
 
 
 
 
 

Featuring a hydraulic vice to ensure the material being 
Processed is clamped securely at all times. 

 
 
 
 
 
 

 
Capacities   

90° 270mm 350mm x 200mm 
45° 240mm 240mm x 140mm 
60° 140mm 140mm x 100mm 
Motor 1.5Kw 
Blade size 3160 x 27 x 0.9 
Dimensions 2350mm x 1200 x 1960 

 
 


