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The SD-330SA Semi-Automatic Heavy Duty Bandsaw. 
 
 

 
 

www.sawsdirect.co.uk 

Telford Way Industrial Estate, Kettering, NN16 8UN 

Email: sales@sawsdirect.co.uk 

Fax: +44 01536 417291 

Tel: +44 01536 514951 

 



 

For more updates please go to www.sawsdirect.co.uk for fantastic offers!. 

Or Call and speak to Angus on Tel: 01536 514951 

These specifications are subject to change without notice. 

 
 

Conveniently located control panel. 
Coloured sections indicating downfeed rates for different 
materials. 
 
 
 
  
 

 
 
 
 
 

Heavy Duty Cast guide arms with roller bearings and 
carbide pads for quick accurate cutting. 
 
 

 
 
 
 
      

Heavy Duty 3 phase motor. 
Easy to change infinitely variable blade speed gearbox. 
 
 
 
 

 
 
  
   

Quick action sturdy vice for easy change of material 
size and mitre. 
 
 
 
 
 
 
 

 Loaded with features like a quick release vice. 

 Laser line. 

 Rapid decent button. 

 Coolant washer. 

 Powered Bow Lift. 
 

 Cuts a wide range of solids and sections from mild steel to stainless. 
 

 

Capacities   

90° 330mm 530 x 250mm / 480 x 330mm 

45° 255mm 280mm x 255mm 

Blade size 4100 x 34  

Dimensions 2300mm x 1500 x 1000 

 


